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Part Numbers:
(A Master: 9121-1510AM-0-0-0-0-0-0-0-0-0-SM
(B) Tool: 9121-1510AT-0-0-0-0-0-0-0-0-0
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Locking Mechanism: Hardened 440C Stainless SNF%TCE‘SQEBHLESS OTHERWISE A !roifﬁ%;g\/;%’b ﬁ’éVe: épex.,’_l\{cf2753t-‘?,.USA
Alignment Features: Hardened 440C Stainless & Hardened Tool Steel. INDUSTRIAL Fe . +1.919.772.8250 mail: 't'? o@ati-ia.com
Bodies: 7057-T651 Aluminum or Equivalent, Soft Coat 2B anodized. 28 E‘ﬂgﬁ%ﬁ?ﬁggﬁg A ' 'AUTOMATION 1;3'9061R' istored C www.all-la.com
2. The tool changer consists of (3) locking mechanisms that share a common lock/unlock air supply. ILUMETERS egistered Lompany
3. Each locking mechanism features lock/unlock detection. The lock/unlock sensors are daisy- ’ PROPERTY OF AT/ INDUSTRIAL AUTOMATION, INC. NOT TO BE REPRODUCED IN ANY
Chained to S'mpllfy monitoring the |ock/unlock Signa's' MANNER EXCEPT ON ORDER OR WITH PRIOR WRITTEN AUTHORIZATION OF ATI.
4. The tool changer implements (2) Ready-To-Lock (RTL) sensors. prawngy: D.Lawson-5/29/12 TmE
5. The "SM" in the master part number indicates PNP lock/unlock and RTL sensors. The sensor C-1510 Overview Drawin
cables are not shown for drawing clarity. creckepsy: M.Gloden-5/30/12 Q 9
6. The fasteners shown on sheets 2 & 3 are for illustration only. The fasteners must be supplied by @ gr E.Gifford-8/6/12
the customer or the length must be specified by the customer. SCALE | SZE | DRAWING NUMBER REVISION
7. Mounting patterns are dimensioned on sheets 2 & 3. I ANGLEPROJECTION | PROJECT# 120314-1  sheer1 oF1 1.6 B | 9230-20-3879 01




